
NON-CONTACT INFRARED THERMOMETER 

AR-892 

Temperature Range  -18°C to 1850°C  0°F to 3362°F 

Accuracy  

100oC (212oF) ~ 1850oC (3362 oF) ±2°C or +2% 
0oC (32oF) ~ 100oC (212 oF) ±2°C or +2% 
-18oC (0oF) ~ 0oC (32 oF) ±3°C or +3% 

whichever is greater 

°C / °F  Selection  � 

Distance Spot Ratio  80 : 1 

Data Communication RS-232 Computer Interface 

Data Hold Function  � 

Auto Power Shut Off  � 

Emissivity  0.10—1.00 adjustable (Pe-set 0.95) 

Backlight Display Selection  � 

Laser Target Pointer Selection  � 

Average And Difference Function  � 

Max And Min Function  � 

High Low Temperature Alarm 
Setup  

� 

Data Store/Recall Function  � 

Response Time & Wave length  500ms, 95% response & (8-14)um 

Repeatability  ±1% of reading or ±1°C 

 
LCD size : 1.5 x 1.4" (37*35mm) 
Product Color : Yellow + Black 
Product Net Weight : 0.5 oz (300g) 
Product Size : 7.87 x 5.43 x 2.24" (200*138*57mm) Power  

9V Alkaline or NiCd Battery or 9V 200mA 
Adaptor 

 

  

 

 
 


